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METHOD AND SYSTEM FOR MODIFYING COMPILED CODE 
USING A CUSTOMIZATION TOOL 



FIELD OF INVENTION 

5 The present invention relates to modification of computer programs in general 

and, more particularly, to a method and system for modifying compiled code using a 
customization editing tool. 

BACKGROUND OF INVENTION 

1 0 Software application programs in general have been previously customized by 

making changes to the source code used to create one or more files compiled and 
linked together to create executable versions of the programs (also referred to herein as 
executable or compiled code). Previously, in order for a user of an application 
program to make changes to the executable code of the program, for example to 

1 5 customize its user interface or other functionality for marketing or other industry- 
specific purposes, the user necessarily needed access to the source code. The typical 
prior procedure was for the user to modify the source code as appropriate for the 
desired customization or functionality changes and then to re-compile the program 
from the modified source code. However, a disadvantage of this prior approach is that 

20 the user must be given access to the source code, which often contains trade secrets or 
other confidential information that a proprietor desires to maintain in confidence. 

Shared libraries provide an alternative approach to the above for modifying an 
executable code version of an application program. A shared library may be linked 
with an executable program at run time instead of at compile time. Shared libraries 

25 are currently used on many types of platforms. One specific shared library used on a 
MICROSOFT WINDOWS platform is a dynamic link library (DLL). With dynamic 
linking (as for shared libraries in general), a user can create its own DLLs that are 
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called by the main executable program as necessary at run time in order to customize 
the application program. However, the creation of DLLs still requires a user to obtain 
significant information about the source code from an Application Program Interface 
(API) provided by the creator of the source code. Also, the creator of the executable 
5 program does not have control over the activities initiated by the DLL. Specifically, 
the executable program source code defines one or more functions that are called in 
the DLLs. However, the user can make those functions do almost anything desired by 
the user. This is a disadvantage because the actions initiated by the user's DLL may 
conflict with other functionality or data structures of the calling executable program. 
1 0 hi addition, troubleshooting of the main executable program becomes more difficult 
with DLLs because the developer of the executable program cannot controllably 
define the range of actions that may be requested by the user in a DLL. Further, the 
creation of DLLs based on the API requires computer programming skill so that lay 
persons are not able to readily customize a program by creating DLLs. Among the 
1 5 things that a user would need to successfully create a DLL include the right version 
and type of compiler for compiling the DLL and the correct type of platform 
corresponding to the operating system and central processing unit. 

One specific application program for which it is desirable to customize the 
program for specific users is an hitemet or web browser, which may be used for 
20 example to access and navigate the Internet or a private intranet. Currently-available 
Internet browsers, such as INTERNET EXPLORER fi-om Microsoft Corporation and 
NETSCAPE NAVIGATOR from Netscape Communications, hic, do not permit a 
user to modify the executable code to customize the browser. Thus, a user cannot 
readily customize these browsers to make changes that may be of advantage in a 
25 specific application area or industry. Further, an entity having authority to distribute 
additional copies of such a browser may desire, but be unable, to readily make changes 
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to the browser interface to create a version with the entity's brand name or other 
features proprietary to the entity. 

Accordingly, a need exists for a tool that permits a user, even one without 
software programming skill, to make substantial changes to the functionality of an 
5 application program by modifying its executable code without having access to the 
underlying source code and without going through a recompilation process. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a computer system comprising a server computer and a client 
1 0 computer running an editing tool for customizing compiled code according to the 
present invention; 

FIG. 2 illustrates an overview of client-server data communications for the 
system of FIG. 1; 

FIG. 3 is a flow diagram representing a preferred process for generating 
1 5 customized code using the editing tool of FIG. 1 ; 

FIG. 4 is a flow diagram representing a preferred process for modifying the 
compiled code as part of the process of FIG. 3; 

FIG. 5 is a flow diagram representing a preferred process for authorizing the 
compiled code received by the server computer or acceptance unit of FIG. 1; 
20 FIG. 6 is a flow diagram representing a preferred process for the client 

computer to determine whether the compiled code has been altered after its 
authorization; 

FIG. 7 illustrates an example of a customizable element in source code form 
before and after customization by the client computer; and 
25 FIG. 8 illustrates an example of an unlock variable in source code form before 

and after authorization of the compiled code by the server computer. 
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DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

The detailed description which follows is presented largely in terms of 
procedural operations to be performed with respect to computer files within one or 
more computer memories. Such operations include, among other things, generating, 
5 compiling, modifying, comparing, linking, and storing computer source code and 
compiled code. These procedural descriptions and representations are the approaches 
used by those skilled in the software and data processing arts to most effectively 
convey the substance of their work to others skilled in the art. 

The above operations require physical manipulations of physical quantities. 

1 0 Usually, though not necessarily, these quantities take the form of electrical, optical, or 
magnetic signals capable of being stored, transferred, combined, compared, or 
otherwise manipulated. It is convenient at times, principally for reasons of common 
usage, to refer to these signals as values, elements, characters, numbers, or the like. It 
should be borne in mind, however, that all of these and similar terms are to be 

1 5 associated with the appropriate physical quantities and are merely convenient labels 
applied to these quantities. 

The present invention provides a method and a system that permits a user, even 
one without significant software programming skill, to make substantial changes to the 
functionality of an application program, for example an Internet browser, by 

20 modifying its executable code without having access to the underlying source code 
and without going through a recompilation process. A significant advantage of the 
present invention is that third parties may make substantial changes to the appearance 
and fiinctionality of an application program by directly modifying the underlying 
compiled executable code in this way. 

25 In contrast to prior approaches using shared libraries such as DLLs, the present 

invention provides the advantage of controlling the range of modifications that a user 
may make to the executable code of the program. Thus, the quality of the software is 
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less likely to be compromised by customizations done by the user and the reliability of 
the browser program (also referred to herein as simply a "browser") operation will be 
improved. 

The modifications of the present invention are made directly to the main 

5 executable code so that the browser opens and runs immediately in its defauh state as 
customized by the user. This is in contrast to the prior approach where a user may do 
some customization of a browser after it has been installed in its default state. For 
example, third parties may use the present invention to create their own customized 
version of the browser, which may include their own brand name and appearance. The 

10 modifications are readily made by the user's simply responding to a list of authorized 
changes that are presented to the user by an editing tool provided to a user with a copy 
of the browser executable code in its default, distributed state. By answering the 
questions and instructing the editing tool to modify the executable code, the user can 
modify the browser executable code without access to the source code, hstead, the 

1 5 information necessary to make the modifications is embedded within the editing tool. 
The distribution of a customized browser provides a user such as a software distributor 
with a convenient way to build customer recognition of the user/distributor's brand, 
customer loyalty, and the size of customer installed base. Internet browser programs 
that may be used to advantage in conjunction with and modified by the system and 

20 method of the present invention are generally described in pending U.S. Application 
No. 09/359,436 filed July 22, 1999, by James Friskel and Michael Noe, titled 
NETWORK BROWSER METHOD AND SYSTEM FOR CONTROLLING 
BROWSER OPERATION, CUSTOMIZING BROWSER USER INTERFACE, AND 
PROVIDING UPDATABLE CHANNELS FOR THE SELECTION OF NETWORK 

25 FILES, which is hereby incorporated herein by reference. 

One specific example of an hitemet browser that may be customized by a user 
is the browser distributed by NeoPlanet, Inc., of Phoenix, Arizona, on its hitemet web 
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site at www.neoplanet.com, which browser and related web site information is hereby 
incorporated herein by reference. The NeoPlanet browser permits the customization 
of its user interface by enabling a user to select and change the appearance of the 
browser by the selection of skins, which are files containing graphical and other 
5 information used to create a particular look and feel for the browser, from libraries 
created and provided by NeoPlanet or third parties or the user itself. Also, the 
NeoPlanet browser permits a user to customize lists of web pages presented to the user 
in an interface window for the user's selection of new web pages for viewing and 
browsing. These lists are organized as a multiple level hierarchy with the top level 
1 0 organized into categories referred to as channels and lower levels organized 

underneath these channels (also referred to herein as a "channel hierarchy"). The user 
is able to customize this channel hierarchy by selecting files of channel information 
created and provided by NeoPlanet or a third party. 

By the use of the present invention, a user may customize the NeoPlanet 
1 5 browser, and also other browsers, to have a look and feel and functionality that is 
specific to the user's desired requirements and, according to the present invention, 
these customizations may be made directly to the browser executable code so that the 
default state of the browser, for example when copied and farther distributed to third 
parties by the user, will be the state as customized by the user and without the need for 
20 any further action by subsequent parties to which the software has been distributed. 

The present invention relates to an apparatus and method for operating a 
computer system, such as computer system 103 of FIG. 1, and processing electrical or 
other physical signals to generate other desired physical signals. The apparatus of the 
present invention may be specially constructed for the required purposes, or it may 
25 comprise general purpose computers in a general communications system, such as in 
computer system 103 of FIG. 1, selectively configured by computer programs stored 
within the memories of the client and server computers and the acceptance unit. The 
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generally required structure for a variety of computer systems that may be constructed 
will be apparent to those of skill in the art from the description given below. 

The present invention also relates to apparatus comprising a set of computer 
programs stored on electrical, magnetic, or other physical media, and designed so as to 
5 control and instruct general purpose computers such as the client and server computers 
and acceptance unit of FIG. 1 to perform the operations described herein. The general 
structure required for such computer programs will also appear from the description 
given below, and those of ordinary skill in the art of computer programming may 
implement various embodiments of such programs using a wide variety of 
10 programming languages. 

The above features and other inventive features of the present invention are 
described below with reference to specific embodiments as illustrated in the figures 
listed above. Useful machines for performing the operations of the present invention 
include general purpose digital computers or similar devices. FIG. 1 illustrates general 
1 5 purpose client and server computers suitable for implementing these operations and in 
electronic communication with each other. With specific reference to FIG. 1, 
computer system 103 comprises a server computer, an acceptance unit, and a client 
computer running an editing tool for customizing compiled code according to the 
present invention. It should be noted that "compiled code" is often known as "object 
20 code", but the term "compiled code" is used herein. As described herein, computer 
system 103 is generally described with reference to Internet-based communication 
between the client and server computers and acceptance unit, but the disclosed 
computer system may be employed in other on-line and remote computer systems, 
such as on-line services using proprietary user interfaces as well as private intranets 
25 and extranets. 

More specifically, as shown in FIG. 1, client computer 100 (also referred to as 
a "client"), for example a personal computer (PC) running the WINDOWS operating 
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system from Microsoft Corporation or a UNIX-based computer, is in two-way 
electronic communication 101 with server computer 102 (also referred to as "server"). 
Communication 101 is preferably done using Internet protocol-based communication. 
Client 100 comprises monitor 104 for visual monitoring by a user, central processing 
5 unit (CPU) 106 for running software programs on client 100, and storage device 108 
for storing software programs in a permanent form on magnetic, optical, or other 
storage media, such as for example a hard disk drive. Customization editing tool 110 
is a software program according to the present invention, stored in one or more 
associated files, for customizing compiled code on client 100. Tool 110 implements 

1 0 the methods of the present invention as described herein. Tool 1 1 0 resides on storage 
device 108 and runs on client 100 using CPU 106 and other related conventional 
computer components. CPU 106 is preferably a standard, commercial digital 
microprocessor, such as an Intel PENTIUM processor. Tool 1 10 is preferably 
implemented in software using appropriate techniques suitable to implement the 

1 5 procedures described herein in one of many standard programming languages such as, 
for example, MICROSOFT VISUAL C++. 

Server 102 comprises monitor 1 12, CPU 1 14, and storage device 116 on which 
authorization program 120 is stored. Storage device 116 may be of a similar type of 
device as discussed above for storage device 108. Authorization program 120 is 

20 organized in one or more associated files, runs on server 102 using CPU 1 14 and other 
related conventional computer components, and may be implemented in software 
using conventional techniques as described above for tool 110. 

Acceptance unit 122 is a general purpose computer in two-way electronic 
communication 121 with client 100. Communication 121 is initiated by tool 110 as 

25 appropriate for sending compiled code that the user of client 100 has customized to the 
user's satisfaction for authorization for normal usage, for example distribution to the 
public, as discussed further below. As also discussed below, this authorization is a 
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final control step that is preferably performed by the operator of server 102 to: (i) 
confirm compliance of the customized compiled code with operator-desired 
specifications or terms of any agreement, for example regarding user branding using 
the user's trademarks, previously reached between the operator and the user; and (ii) 
5 ensure that no obscene or other objectionable material has been included in the 
compiled code during customization. Communication 121 is preferably hitemet 
protocol-based communication as for communication 101. In one approach, 
communication 121 may be the sending of an electronic mail (also known as E-mail) 
message from client 100 as initiated by tool 1 10 and that includes the customized code 

10 as an attachment, and the reply from acceptance unit 122 to client 100 may be another 
E-mail having a copy of an authorized version of the customized code as an 
attachment. Also, other conventional methods of electronic or hitemet 
communications can be used to transfer the customized code. It should be noted, 
however, that in other embodiments of the present invention acceptance unit 122 is not 

1 5 necessary and all communications with client 100, including communications 

regarding authorization of customized compiled code, could be accomplished through 
server 102. Also, acceptance unit 122 stores a copy of one or more portions of 
authorization program 1 20 as appropriate for those operations that it may perform. 

20 Basic System and Methodology 

An overview of the preferred approach for customizing compiled code in 
accordance with the present invention is illustrated by FIG. 2, which illustrates client- 
server and acceptance imit commimication data flows for the system of FIG. 1 during 
implementation of the operations described herein. A copy of compiled code that has 
25 been previously created from the source code corresponding to an application 
program, such as an Internet browser, is stored on server 102. The compiled code is 
generated using standard compiling and linking procedures. The form of the compiled 



9 



wo 01/16731 



PCT/USOO/22638 



code is the default form as set by the operator of server 102. The compiled code is 
preferably compressed using standard techniques and dovmloaded at step 200 to client 
100, for example in a self-extracting zip file. The compiled code may be sent, for 
example, by E-mail or the user may download it by accessing a webpage connected to 
5 server 102. 

The user of client 100 stores the compiled code in storage device 108 and 
installs the compiled code using, for example, a setup program compiled using a WISE 
compiler available from Wise Solutions. The setup program extracts and installs the 
components of the compiled code into predetermined or a user-selected file directory 

10 on client 100. The downloaded compiled code includes the executable code for an 
application program, for example an Internet browser (described below as an example 
of a specific embodiment of the present invention), and editing tool 110. Tool 110 
comprises components for customizing the executable browser code, providing a 
graphical user interface to the user of client 100, and a zipping program for re- 

15 compressing the customized compiled code for its return to server 102 or acceptance 
unit 122. Other files provided as part of the downloaded compiled code include any 
default customization files called by the application program during run-time, for 
example skin files and channel hierarchy files, and conventional software for installing 
and testing the application program on client 100. 

20 When run by the user, tool 1 1 0 will preferably prompt the user for the user's E- 

mail address and a password previously provided by the operator of server 102. The 
password is preferably a unique user identification and at step 202 is sent by tool 110 
to server 102. The password is processed by authorization program 120 to determine 
the extent to which the user is authorized to modify the application program. Each 

25 password will correspond to one of several varying levels of authorization. 
Alternatively, if the user does not have a password, then the user will only be 
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authorized to make modifications as the lowest authorization level as pre-defmed by 
authorization program 120. 

The portions of the compiled code that the tool is able to modify are referred to 
herein as customizable elements. Such elements include items relating to the 
5 functionality and the appearance of the application program to be customized on client 
100. For example, such elements include text labels and graphic images presented 
during start-up, on pull-down menus, on help and other pop-up windows, and on other 
portions of the user interface presented to the user during operation. Further examples 
include items that can be enabled or disabled such as certain scrolling banners, 

10 headlines in certain windows, and the presentation of functional options that are 
presented to the user. Moreover, the network location of certain files accessed by the 
browser program during start-up and operation such as libraries of skin files or channel 
hierarchy files as used, for example, to customize the NeoPlanet browser appearance 
and channel navigation features may be customized by providing new network file 

15 location designations or indicators such as, for example, uniform resource locators 
(URLs) or directory paths corresponding to local storage on client 100 or a local 
network. These file location designations may be customizable elements. Yet other 
features such as privacy features or functional configurations may be selected from 
predefined choices by the user and these choices may also be customizable elements. 

20 At step 204, a list of those customizable elements that the user is authorized to 

modify is sent to client 100 by server 102. Tool 110 then presents only the authorized 
elements to the user preferably using a user-friendly graphical user interface (GUI). 
The user enters its customized choices and corresponding customized values on client 
100, and when done, tool 110 saves these choices in a file stored locally on storage 

25 device 108. Also, tool 110 permits a user to recall prior customized choices and 
values firom a saved file that may have been created previously. After all 
customization choices have been made and entered by the user, tool 110 is run to 
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actually perform the direct modification of the compiled code that executes the 
application program. This modification process is described in more detail below. 

As noted above, server 102 is shown FIG. 2, but acceptance unit 122 can be 
optionally used for uploading customizing code at step 206 and downloading 
authorized code at step 208. Further, acceptance unit 122 and server 102 may 
optionally be in communication to coordinate handling and/or sharing of processing of 
the uploaded customized code. 

At step 206, the final version of the customized code as modified by the user 
using tool 110 is compressed and sent to server 102, or optionally as described above 
to acceptance unit 122. After a determination as to whether the customized code 
meets desired requirements of the operator of server 102 and/or acceptance unit 122, 
the customized code is processed by another component of authorization program 120 
used to create an authorized or unlocked version of the customized compiled code 
uploaded at step 206. Note that, as mentioned above, acceptance unit 122 stores a 
copy of one or more portions of authorization program 120 as appropriate for the 
operations it performs. It should be noted that prior to authorization, when run on 
client 100 or any other computer, the customized browser code will display an 
unauthorized usage message, such as in a pop-up window at start-up, stating that usage 
and distribution of the browser is not authorized. 

At step 208, the authorized code is downloaded to client 100 for installation 
and running on client 100. The authorized code can then be further distributed by the 
user, and the unauthorized message mentioned above has been disabled so that it no 
longer appears. 

Modification of Compiled Code 

FIG. 3 is a flow diagram representing a preferred process for generating 
customized code on client 100 using customization editing tool 110. Note that in FIG. 
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3 and the following figures, rectangles represent steps to be performed, while ovals 
represent computer code or other information processed by, used in performing, or 
resulting from these steps. Oval 300 represents downloaded compiled code received 
by client 100 at step 200 of FIG. 2. 
5 Initially, at step 301, the downloaded code, for example in the form of a self- 

extracting executable file as mentioned above, is installed by the user on client 100 to 
install editing tool 110, the executable compiled code for the default application 
program, and the other related files on client 100. The self-extracting file downloaded 
fi'om server 102 may be created, for example, using the WISE compiler. As is 

1 0 standard, the WISE compiler will compile and compress several files into a single self- 
extracting file including an executable installation program to run the self-extraction 
process, the default browser executable program and its related DLL and data files, 
editing tool 110, and another customized browser installation program to be used by 
the user after modification of the browser executable program. It should be noted that 

15 the WISE compilation of the above files to form the self-extracting file is done on 
server 102 or another computer (not shown) associated with server 102, and part of 
this compilation uses an installation script source file to define the specifics of the 
process to be run by the compiled installation program on client 100. 

As part of step 301, the downloaded self-extracting file is run to install the 

20 components mentioned above to either predefined or user-specified directories on 
client 100. During this installation process, the WISE installation program 
decompresses and installs each file from the self-extracting file to its appropriate 
location, for example, in a directory tree on storage device 108. 

Also as part of step 301, editing tool 110 is run to initiate the customization 

25 process, which is done, for example, by the user's clicking on a desktop icon 
corresponding to editing tool 1 1 0. According to the preferred modification process 
executed by editing tool 110, at step 302 compiled code 300 is initially copied to a 
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new memory location on storage device 108 to provide copied code 304. Changes will 
be made to copied code 304 so that a default version of the original code is retained for 
possible further modification iterations. Copied code is modified at step 306, as 
controlled and limited by authorized customizable list 308 obtained from server 102 at 
5 step 204 of FIG. 2, to generate modified code 310. More specific details that are part 
of modification step 306 are discussed below with reference to FIG. 4. 

Modified code 310 is executable code that has been directly modified by direct 
changes to one or more corresponding files on storage device 108. No access to 
source code or recompilation is necessary since the executable code is directly 

10 modified in an intelligent way as controlled by editing tool 110. 

At step 312, modified code 310 is installed on client 100, or optionally another 
computer suitable for running modified code 310, using the customized browser 
installation program originally provided as part of the downloaded compiled code 
received by client 100 at step 200 of FIG.2. Specifically, this installation process 

15 preferably involves creating a self-extracting file on client 100 by compressing several 
files into a single file, for example, using the publicly-available zlib compression 
library available, for example, at URLs www.cdrom.com/pub/infozip/zlib/ or 
www.winimage.com/zLibDll/ or another standard compression program. The 
components of this self-extracting file will be the customized browser installation 

20 program mentioned above, the modified executable browser program and any 
modifications and/or additions to its associated DLL and/or data files, and an 
installation configuration file that is read by the customized browser installation 
program. 

After creating the above self-extracting file, the installation process can be 
25 performed by the user on client 100 by executing the self-extracting file. Upon 
execution, the customized browser installation program will execute by installing the 
browser application program on client 100. The installation program operates 
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logically in an almost identical fashion to the WISE installation program except that 
the installation program installs the browser program and associated files from a 
predetermined source directory tree on storage device 108 rather than from within the 
same executable code as for the installation program (as is standard for a conventional 
WISE installation). 

Editing tool 110, while executing modifications selected by the user, creates a 
configuration file that reflects the customizations made by the user in step 306. The 
configuration file is different from the manifest file discussed below and is used as a 
recipe to guide the installation process executed by the customized browser installafion 
program above. The use of the configuration file permits the installation process to be 
dynamically customized by the user as described herein. 

The customized browser installation program above can be created by writing 
and compiling the installation program using the standard WISE compiler. The 
changes required to write and compile the WISE program are readily apparent to one 
of skill in the art based on the operations described herein and the standard library 
flinctions provided with the WISE compiler. Alternatively, the installation process 
that is part of step 312 can be done using the INSTALL SHIELD product available 
from Install Shield. 

It should be appreciated that one type of modification that can be made to the 
application program by editing tool 1 10 is to customize the final product's installation 
process itself This customization is in addition to changes made to the functionality 
of the application program or to the DLL or data files it accesses during operation. For 
example, the installation program can be customized to make the customized browser 
the end-user customer's default browser. Also, the installation program can be 
customized to do a so-called "silent install" in which yet another setup program of a 
third party for a different application product can call the self-extracting file created 
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above and pass the customized browser installation program file destination 
information without the need to query the end-user customer during installation. 

It is an advantage of the present invention that the user create a single self- 
extracting file as described above for installation of the customized browser program 
5 so that the user can fully check the operation of the program from an end-user 
customer's perspective. For example, an end-user customer will receive the browser 
program in the form of the single self-extracting file described above. By permitting 
the user to create this file itself on client 100 prior to sending the modified code 310 
for authorization, the user can internally distribute and fiiUy test the modifications and 
10 installation process as will be experienced by end-user customers. This significantly 
speeds the cycle of final product development and authorization for distribution as 
compared to prior approaches. 

Also, an advantage of providing the user with the pre-compiled customized 
browser installation program above is that the program can use the logic and 
1 5 installation fiinctions of the WISE compiler, and it is not necessary to provide the user 
with the WISE compiler itself. In the typical WISE compilation process, the 
executable installation program is compressed with all files to be later installed. 
However, tliis typical approach would not permit a user to make modifications to the 
browser program files on the client because the pre-compiled browser installation 
20 program would not fimction properly with the newly-modified files. Thus, the 
customized browser installation program uses the configuration file mentioned above, 
hi an alternative embodiment, it should be noted that the customized browser 
installation program could be created using the INSTALL SHIELD program 
mentioned above. Also, yet other installation programs having the feature of 
25 accessing files from a source directory during installation could be used as the 
customized browser installation program. 
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After the above customized browser installation, modified code 3 1 0 is run by 
the user to determine if the user is satisfied with the installation process itself and the 
other customizations made. As mentioned above, modified code 310 will display a 
failed authorization message to the user when run. Otherwise, modified code 310 
5 operates as it will in its final, authorized state (as discussed below). Thus, the user can 
fiilly test both the installation process and operation of modified code 310. 

At step 314, if the user determines modified code 310 is not acceptable, then 
the process returns to step 302 and starts again with the creation of a new copy of 
downloaded compiled code 300 to provide a new version of copied code 304. Tool 

10 110 queries the user for new changes to be made or reads a file of changes to be made 
that has been created by the user and is compatible with tool 110. At step 306, the 
modification process is repeated on the new version of copied code 304. Then, the 
install and run step 312 is repeated on the new version. This modificafion loop is 
repeated iteratively as necessary until the user accepts the changes to the code. 

1 5 At step 3 1 4, if the user finds modified code 3 1 0 acceptable, then at step 3 1 6 the 

modified code 310 is compressed and zipped into a self extracting file using 
conventional zipping and compression methods. For example, as similar to that 
mentioned above, this compression can be done using the publicly-available zlib 
compression library available, for example, at URLs 

20 www.cdrom.com/pub/infozip/zlib/ or www.winimage.com/zLibDll/. Preferably, 
however, the self extracting file created as part of step 312 above during testing on 
client 100 is simply uploaded along with a manifest file (discussed below) created by 
editing tool 1 10. In general, the self extracting file will be similar in type of content to 
the files originally downloaded to client 100 at step 200. The self extracting file will 

25 contain modified code 310, other files for setting up and installing the modified code 
on another computer, and customization files that are called by the modified code 
during operation such as skins files or channel hierarchy files containing organized 
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and categorized URLs. The self-extracting file also is accompanied by an additional 
manifest file generated by editing tool 110. This manifest file is a list of all 
customizable elements associated with the dovmloaded compiled code and the 
customized values selected by the user and incorporated as modifications in modified 
5 code 310. It should be noted that the manifest file will only contain information 
regarding those customizable elements that the user was authorized to modify. Also, 
in the preferred embodiment, the manifest file is not used by client 100 and is only 
used during quality assurance testing by acceptance unit 122 or server 102, as may be 
applicable. 

10 After the code is compressed at step 316, or if the same self-extracting file 

created at step 3 1 2 is being sent, at step 318 the customized code in the self-extracting 
file is uploaded to server 102 or preferably acceptance unit 122 as discussed above. 
This uploading is initiated and controlled through the user interface of tool 1 1 0 and 
corresponds to step 206 of FIG. 2. It should be noted that if the file is uploaded to 

15 server 102, in the preferred approach server 102 will still need to send the file to 
acceptance unit 122 or to another computer on which a quality assurance person can 
install and test the user-customized code. Server 102 itself is typically not directly 
used by a human operator, yet part of the preferred quality control process (as 
discussed below) includes human examination of the customized program's operation. 

20 FIG. 4 is a flow diagram representing a preferred process for modifying the 

compiled code at step 306 in the process flow of FIG. 3. Copied code 304 is modified 
by searching for an embedded key that was placed in the original compiled code 
downloaded from server 102. The embedded key is associated with and embedded as 
part of the underlying source code for each customizable element in the compiled 

25 code. Preferably, the embedded key is a single, common key placed in many locations 
throughout the entire code, but in other embodiments more than one key could be 
used. The key is for example an embedded ASCII string as discussed fiirther below. 
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At step 400, tool 110 searches in turn for each key in copied code 304 to locate 
each customizable element. For example, when the first key is located, tool 1 1 0 will 
have located the first customizable element 402, which has the default value that was 
set at compile time. The modification process involves a comparison of these defauh 
5 values with customized values that have been selected by the user. Authorized 
customizable list 308 is used at step 406 to create the user's customized values to 
generate list 408 of user customized changes. List 408 is preferably generated prior to 
searching for the first key at step 400. The manifest file mentioned above is a file, for 
example an ASCII file, containing list 408 and all associated values entered by the 
1 0 user. 

At step 404, for each customizable element located by a key search, the default 
value of the key is compared to the user selected value in list 408 corresponding to that 
element. At step 410, if the user has changed the value from the defauh value, the new 
value selected by the user is entered at step 414 into copied code 304 by directly 

15 modifying the code, for example by changing an ASCII string embedded in the code. 
If the user has not changed the value, the defauh value is left unchanged at step 412. 
In either outcome, at step 416 the embedded key used to locate that customizable 
element is replaced with a customized flag indicator to indicate that the customizable 
element has been modified or the user has determined that the element is not to be 

20 changed. It should be noted that since the key has been replaced, the corresponding 
customizable element can no longer be modified by tool 110 since the key used to 
locate the element has been removed. 

After step 416, the process continues by again searching for the next key at 
step 400. Each key in copied code 304 will be searched for and the corresponding 

25 customizable element modified or left unchanged. This iterative process continues 
until all keys have been searched and replaced with customized flags. 
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FIG. 7 illustrates an example of a customizable element in source code form 
before and after customization by the client computer. It should be appreciated, 
however, that the form of the customizable element in the compiled code on client 100 
is in executable form since no source code is provided to client 100. Specifically, 
5 variable 700 is defined as a character type variable in, for example, C source code to 
have a default value 702 of "key GOOD COMPANY". Default value 702 contains an 
embedded key 704 in the form of "key_". Variable 700 and its associated default 
value 702 are an example of a customizable element that can be searched for by tool 
1 10 searching for key 704 and changed by the user to another value. When searching 

10 for each key as described above, editing tool 110 searches for the text string "key_". 
Variable 700 corresponds, for example, to the company name to be presented on a 
pop-up screen at the start-up of a browser program. If the user does not change this 
element, or the element is not changed because the user lacked authorization to make 
this change, then default value 702 is left unchanged as indicated by arrow 710. 

1 5 However, embedded key 704 has been replaced by customized flag 706. 

If the user changes this element, then as indicated by arrow 712, default value 
702 is replaced with the user selected value 708 of "USER COMPANY". Note that 
embedded key 704 is also replaced by customized flag 706. Thus, variable 700 can be 
modified by the user so that the customized compiled code assigns variable 700 with 

20 the initial value as customized by the user at run time. Other types of customized 
elements in the compiled code, such as those mentioned above, can be changed in a 
similar way. 

In the preferred embodiment, variable 700, defauh value 702, and selected 
value 708, including embedded key 704 and customized flag 706, are incorporated 
25 into the compiled code in an encrypted form to prevent unauthorized modifications to 
the compiled code by the user or anyone else. This encryption is done to the original 
source code prior to compiling to generate the compiled code sent to client 100 and 
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may be done using conventional DES symmetric encryption or another standard 
encryption technique. The encr3T5ted form of the variable and default value are 
inserted into the source code, which is then compiled. Tool 110 contains the 
unlocking encryption code necessary to decrypt values that it reads from the compiled 
5 code and to re-encrypt values to be inserted into the compiled code as user selected 
values. For example, embedded key 704 is stored in the compiled code in an 
encrypted form, but tool 110 searches for the encrypted form of the key in the 
compiled code. Note that to an unauthorized user encrypted key 704 will merely 
appear to be an unintelligible ASCII string. 

10 

Authorization of Customized Code 

FIG. 5 is a flow diagram representing a preferred process for authorizing the 
compiled code received by acceptance unit 122 or server 102 from the user for 
authorization and unlocking. Customized code 500 has been uploaded from client 

15 100. At step 502, customized code 500 is installed and tested for compliance to the 
desired requirements of the operator of server 102 or acceptance unit 122. In the 
preferred embodiment, customized code 500 includes the same self-extracting file as 
compiled and compressed at step 312 of FIG. 3. 

In making the acceptance tests, the identification 504 of the user is considered 

20 to determine the level of authorization of the user and any requirements or agreements 
that the user should have complied with. Identification 504 may be for example the 
password discussed above and is sent by tool 110 as part of the compression and 
uploading process discussed above. As an example of this testing, a quality assurance 
(QA) person operating acceptance unit 122 receives the self-extracting file sent from 

25 client 100 and executes the file on acceptance unit 122 to install the customized code. 
The QA person then runs the program on acceptance imit 122 to observe and test its 
appearance and operation. In addition, the manifest list of customized values included 
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with the uploaded customized code 500 may be separately examined by the QA person 
and/or an automated software program rurming, for example, on acceptance unit 122 
to quickly determine the content of any customized text or graphics added by the user. 

At step 506, if the tested code is not acceptable, then at step 508 a rejection 
reply is sent to the user, for example, by E-mail. If the tested code is acceptable, then 
authorization program 120 running on either acceptance unit 122 or server 102 
executes an unlocking authorization process on customized code 500. 

Specifically, at step 510 authorization program 120 calculates a value for each 
customizable element in the customized code. In the preferred embodiment, 
authorization program 120 reads the customizable elements directly from the 
customized executable code sent by tool 1 10 from client 100~it is not necessary that 
these values be read from the separate manifest file. Each value is determined for a 
specific customizable element, for example, by examining each character in the text 
string for user selected value 708, or default value 702 where the user has not modified 
that element, and determining an integer value corresponding to the standard ASCII 
numerical code for that character. These ASCII codes are then summed for all 
characters in the element to determine a calculated value for that element. Each 
customizable element has a value calculated in this manner, whether or not that 
particular customizable element was modified by the user. The customizable elements 
may be located by searching for the encrypted form of customized flag 706 that has 
been previously inserted for each such element by tool 110. It should be noted that 
preferably all customizable elements will be used in the calculation to determine the 
authorization value. 

After calculating a value for each element, at step 512 all such integer values 
are added together to get a total calculated authorization value for the entire 
customized code 500. At step 514 an unlock variable in the code 500 is searched and 
has its value updated directly in the executable form of the customized code 500 to the 
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authorization value to provide authorized code 516. Note that no source code is used 
and no recompilation is done here, hi a preferred approach, the change in value of the 
unlock variable is the only change made to the code 500. The unlock variable and the 
stored authorization value are also preferably encrypted as discussed above for the 
5 customizable elements. 

FIG. 8 illustrates an example of an unlock variable in source code form before 
and after authorization of the compiled code by the server computer. As mentioned 
above, uploaded customized code 500 is in compiled binary form and no source code 
modification or recompilation or linking is required as part of the unlocking 

10 authorization process. An unlock variable 800 is declared as a character type variable 
with an initial null value 802 (which corresponds to an unauthorized state). As 
indicated by arrow 804, unlock variable 800 is updated to store the calculated 
authorization value 806 determined above in step 512. The unlock variable 800 and 
authorization value 806 are stored as encrypted ASCII strings as discussed above for 

1 5 customizable elements. 

By the use of unlock variable 800 and authorization value 806, improper 
modification of the compiled code after review and authorization is significantly 
hindered. Specifically, if any of the customizable elements are changed after 
authorization, the authorization value will no longer be valid. During execution, the 

20 application program will again determine a calculated value for all customizable 
elements and compare this value to the stored authorization value to determine if 
improper modifications have been made, as discussed in more detail below. 

Running Authorized Customized Code on Client 

25 FIG. 6 is a flow diagram representing a preferred process for client 100 to 

determine whether the compiled code has been altered after authorization by server 
102 or acceptance unit 122. Specifically, downloaded authorized code 600, which 
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corresponds to download authorized code step 208 of FIG. 2, is received by client 100 
from server 102, acceptance unit 122, or even optionally another computer in 
communication with server 102 or acceptance unit 122. 

Authorized code 600 is preferably sent in a compressed self-extracting file 
5 created using authorized code 516 of FIG. 5. This self-extracting file can be created 
using the standard WISE compiler discussed above. At step 602, the self-extracting 
file is executed on client 100 to install and run authorized code 516. 

As mentioned above, at step 604 the application program itself at run time 
calculates a value for each customizable element and sums these values in a similar 

10 manner as discussed above for authorization. At step 606, the calculated sum is 
compared to the previously-stored authorization value 806. If the sum and value are 
equal, then usage 608 is authorized and the program will no longer display the failed 
authorization message during operation. If the sum and value are not equal, then at 
step 610 the program will display an unauthorized usage message. For example, the 

1 5 sum and value will not be equal if the user has made a subsequent modification to a 
customizable element after receiving authorized code 600. This occurs because the 
unauthorized modified element will change the calculated value for the program, 
which will no longer equal the authorization value stored by the server operator. 



20 Advantages 

By the foregoing, a novel and unobvious method and system for customizing 
compiled code using an editing tool has been disclosed by way of preferred 
embodiments. By the use of the editing tool, a user, even one without software 
programming skill, can make substantial changes to the functionality of an application 
25 program by modifying its executable code without having access to the underlying 
source code and without going through a recompilation process. 
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The customization process above is also advantageous for the operation of a 
co-branding business with third parties in which the third party enters an agreement 
with the operator or entity in control of authorization of the customized code (the 
"authorizing party"). By such an agreement, the third party may be given different 
5 levels of authorization depending on the terms of the agreement and the distribution 
strategy of the authorizing party. Also, since the third party does not need access to 
the source code, the speed of entering agreements with potential distributors and 
authorizing code for distribution is greatly increased over traditional approaches. 
Further, since there is a high degree of control over the types of changes that can be 

10 made by such potential distributors, the quality of the customized product distributed 
is higher and the time required by the authorizing party and/or distributor to 
troubleshoot problems during customization is significantly reduced. 

Also, other advantages are that the user does not require access to the 
installation source code or, for example, WISE compiler stored on the server 

15 computer in order to implement custom installations on the user's computer. Instead, 
the installation program provided to the client is pre-compiled, but configurable by use 
of the configuration file discussed above for FIG. 3 to mimic a custom-generated 
installation program. By providing a user with the pre-compiled customized browser 
installation program, it is not necessary to distribute the compiler itself to the user. 

20 

Other Variations 

Although specific embodiments have been described above, numerous 
modifications and substitutions may be made without departing from the spirit of the 
invention. For example, while the description of preferred embodiments above 
25 sometimes discusses customization of an Internet-based browser, it is wholly within 
the purview of the invention customize software used for other applications such as. 
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for example, gaming software. Accordingly, the invention has been described by way 
of illustration rather than limitation. 



5 
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CLAIMS 

1 . A method for customizing compiled code for an application program using an 
editing tool, comprising the steps of: 

A. sending compiled code, comprising one or more embedded keys 

5 corresponding to one or more customizable elements of the application program, from 
a server computer to a client computer; and 

B. sending an editing tool from the server computer to the client computer 
wherein the editing tool is operative to modify the compiled code by searching for the 
embedded keys to locate the customizable elements in the compiled code. 

10 

2. The method of claim 1 wherein all embedded keys contained within the 
compiled code are modified by the editing tool to be replaced by a customized flag to 
indicate that the compiled code has been modified. 

15 3. The method of claim 2 wherein the editing tool comprises an embedded key 
searching program that will ignore the customized flag during scanning of the 
compiled code. 

4. The method of claim 1 further comprising the steps of: 
20 C. sending user identification information from the client computer to the 

server computer; and 

D. sending an authorized list from the server computer of customizable 

elements that are authorized for customization on the client computer wherein the 

editing tool is operative to modify only the customizable elements on the authorized 
25 list. 
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5. The method of claim 4 wherein the user identification information corresponds 
to the client computer. 



6. The method of claim 1 wherein: 

5 each customizable element in the compiled code corresponds to a variable and 

an associated character string in a source code file used to generate the compiled code; 
and 

wherein the variable and the associated character string are inserted into the 
source code in encrypted form prior to compiling the source code to generate the 
10 compiled code sent in step A. 

7. The method of claim 6 wherein the variable and associated character string are 
encrypted using DES encryption. 



15 8. The method of claim 2 wherein the customized flag is encrypted prior to 
insertion into the compiled code by the editing tool. 



9. The method of claim 1 further comprising the steps of: 

C. receiving from the client computer a copy of compiled code that has 
20 been modified using the editing tool; and 

D. further modifying the compiled code then sending the modified 
compiled code to the client computer. 



1 0. The method of claim 9 wherein the step of further modifying the compiled 
25 code comprises modifying a customizable item in the compiled code so that a 

calculated value corresponding to the customizable elements and a predetermined 
authorization value are equal. 
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1 1 . The method of claim 1 0 wherein the application program displays a failed 
authorization message to a user if the predetermined authorization value and the 
calculated value are not equal. 

5 

12. The method of claim 1 1 wherein the failed authorization message is a pop-up 
window containing a message that use of the application program is not authorized. 

13. The method of claim 10 wherein the calculated value is determined by a 
10 procedure comprising the steps of: 

E. determining a text string value corresponding to each customizable 
element in the compiled code; and 

F. adding together each text string value determined in step E to determine 
the calculated value. 

15 

14. The method of claim 1 wherein the customizable elements comprise one or 
more elements corresponding to the appearance and fiinctionality of the application 
program. 

20 15. The method of claim 14 wherein the elements comprise a network file location 
designation of a file accessed by the application program during operation. 

16. The method of claim 15 wherein the file location designation is a uniform 
resource locator. 

25 

17. The method of claim 1 wherein the editing tool is further operative to 
communicate with the server computer prior to modifying the compiled code. 
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18. The method of claim 1 7 wherein the editing tool is further operative to 
communicate with the server computer prior to modifying the compiled code by a 
procedure comprising the steps of: 
5 C. sending an identification code to the server computer corresponding to 

a user of the application program; and 

D. receiving a list from the server computer corresponding to selected 
customizable elements to be modified by the editing tool. 

10 19. The method of claim 1 8 wherein the application program corresponding to the 
compiled code is a program to provide a user interface for interacting with a multiple 
computer network. 

20. The method of claim 19 wherein the multiple computer network is a public 
1 5 computer network, the Intemet, or a private intranet. 

2 1 . The method of claim 1 wherein the embedded keys are encrypted prior to 
integrating into the compiled program. 

20 22 . The method of claim 2 1 wherein the embedded keys correspond to a common 
encrypted ASCII string integrated into the compiled code. 

23. A system for customizing compiled code for an application program using an 
editing tool comprising: 
25 a server computer; 

a client computer operative to communicate with the server computer; 
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compiled code, comprising one or more embedded keys corresponding to one 
or more customizable features of the application program, residing on the client 
computer; and 

an editing tool, operative to modify the compiled code by searching for the 
5 embedded keys to locate the customizable elements in the compiled code, residing on 
the client computer. 



24. The system of claim 23 further comprising an authorization program stored on 
the server computer operative to further modify the compiled code after modification 

10 by the editing tool. 

25. A method for modifying compiled code comprising one or more customizable 
elements, comprismg the steps of: 

A. downloading the compiled code to a client computer; 

1 5 B. sending a user identification, corresponding to the client computer, 

from the client computer to a server computer; 

C. sending an authorized list, corresponding to the user identification, of 

the customizable elements that are authorized for modification to the client computer; 

and 

20 D. modifying one or more of the customizable elements on the authorized 

list to generate customized code. 

26. The method of claim 25 further comprising the steps of: 

E. uploading the customized code generated in step D to an acceptance 

25 unit; 

F. modifying the customized code uploaded in step E to generate 
authorized code; and 

G. downloading the authorized code to the client computer. 
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27. The method of claim 26 wherein the customized code uploaded in step E 
comprises a manifest file created by the editing tool for providing a separate list of the 
custom values selected by the user for the customizable elements modified by the user 

5 in step D. 

28. The method of claim 26 wherein the acceptance unit is the server computer. 
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